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ABSTRACT 


The U.S. Navy has been incorporating increasing amounts of composite materials 
during construction, especially in the areas of submarine sails and surface ship 
superstructures. The benefit of using composite material with metal wire layers 
imbedded is that these metal wire layers may be welded to the steel superstructure of a 
Naval Vessel resulting in maximum joint strength. Joining a composite structure to a 
metallic structure required the metal-wire layers to be co-cured with composite layers 
using the Vacuum Assisted Resin Transfer Molding (VARTM). The interface fracture 
strength was measured for Mode I fracture for various lay-up and interface conditions. 
The study includes metal-wire to composite, composite to composite, and metal-wire to 
metal-wire interfaces. Metal-wire lay-up orientations studied were 0 and 90 degrees with 
varying combinations. The study also examined the crack propagation from a composite 
to a metal/composite interface. Failure mode was studied by creating a finite element 
model in ANSYS 12.0. The results suggested that a metal-wire/composite laminate 


would be effective to connect a composite structure to a metallic structure. 


THIS PAGE INTENTIONALLY LEFT BLANK 


vi 


TABLE OF CONTENTS 


I. IN ERODUC TION dcvsscussussavesegeinia pveisenehscyvaswasenvesubesevegs seaeanasbetsentbegesngs svassanvneunaseayonsonent 1 
A. BACK GROUND si issccastsesssaatonstsdnossssnapesuviscessyes cavasentscsesusvespoosbenasshassagsniesesessoayh 1 

B. COB TEC EDLY ES ssseccscecnsatess gnntcucsuncecascioevessws ovatencecnindeshnvesaccneevadvounestactesens coun waueees 3 

II. COMPOSTTE. FABRICATION ssccsseissssssvssecesseiencevouaveustonsonsevonsesscsosoaserssoannadsoonsenestoo’ 5 
A. IWATE RIATES 6 ssseisesssticdeshsnattasese ceushunseaspibeee copnieneecstbescestoerbagabeshceceepesenecetnamneues 5 

B. POPPA RRATUS 3ccicacesvusiccsiveyexeconssencaner Boneieadseupanssancavccvsteounstanednceboacpevsdaveavensonoor 6 

C. PROCEDURE sy ssssssassccivnesstasstactsdionsssaasvasznacessugucssteantusnsnusecatoausesdesboeaapoencgudseneny 9 

1. COUPON Preparation so.s6ciss. sccesseseuevodvacseouadbedmesvcentsssusschunescarsuceelieaseeds 10 

oa Vacuum Bag Construction...........cccccccccssccccscecsssscscsssccscssescssssscssseees 10 

3. RRESim: PROP AF ATION sss cascdouss scssccacnuasecesnatsaddoseskadvenacsaenset¥asucdedteceestescnes 15 

4. IR GSU EPATISTON jss.nscosevedoscncasnepevesessenseedsssoausobusvensvesnntonebecuuued conetededecvern 16 

5. CVG ANNU -eseshssisdsdsssnes gadoae ceecsiuerscavesessacésbassdenabs thuakesersacdones ceaucaseaccneandtseseas 17 

6. Mode 1 Sample Fabrication ...............ccsscccsssccessssccsssssscessessessssseesees 17 

D SPECIFIC COUPON JOINT CONFIGURATION ............sccsscssscesseseeeees 18 

1. CASO sicteisssedscedecievddsnbuactoathswencenessecctbaseddsbivsandeatisvascesticecoitaseivaseovaacecs, 19 

Ze CASO UV as csssscuscantccsnoessowndespascevennncsubs evedaaneesbeueseauencensudeesbe optinsentsbesehenits 19 

3. ASE Vi poe cesdecciste cased asec tesdateas sida cdetins seamese ses dateccuddachouedenieeeiaceaeieatees 20 

4. MASE VLU siccissusasatdescsceucdotatonsnuscessubonedesebesdascasele Coviavecssecetuethacacleveceaads 20 

>; CASE VU spices csicausosics sntendsshusacsousacnsauseneuasvccnesavsavaversasaovesseenstcvasentes 21 

6. CASO: UX a ssesccsvecasi osisaeshescawvonstswaaersuseecstbeveuesbetsaateateseadcensseecoteesuuvasensaueers 21 

HM: . “LESITENG ssspssvsnvesvonsenudesuiaussuetseasancvvasesenasnauh seubanuaveustuapouhslesseassvavsnunaaeuusesuveusaneisuavivevees 23 
A. OVER VTE W siccscesscesssasesusesspectesn dcssnsugessinseecnssavseaasoncesdsssuosnapevesiaccsuves eassearteansys 23 

B. MODE. T'TENSION TEST. ccsiccocsscssconsersceesonsoessvennsessenacoseenssecestevcensennctecentonsie 23 

TV... “RESULTS-AND DISCUSSION vsssisssaseecserisnaconssoensenssececsasnaseseonssvonseenesesconsevecensvaseens 25 
A. INTERLAMINAR FRACTURE TOUGHNESS IN MODE I..............0006 25 

B. BAILURE MODE iy. cssssssesacucerisssusesubesnseivehasuvessevessesunievstesseuetesesieviand entotidebaesis 28 

V. CONCLUSIONS AND RECOMMENDATIONS. ........ccccsssssssssscsscscssscesseesseesseeenees 35 
APPENDIX? MODE. TE DATA ‘iscesssscnsseicnnscesseasousssataecseckesuscencehosnapustoussavontvenieteconasvesseateesees 37 
LIS TOF REFERENCES wcrsacssvassasnintetscssonesenvneeuseeenpotaanebeenvessnnnmansbneynaddaceavecudestecssonssaiesveyeey 39 
INITIAL: DISTRIBUTION EIST vsscccsssssscacssscsecasccussiuxssucccesassedadschassisscosscsdbssecsdasndscsdesbackecdee 41 


vil 


THIS PAGE INTENTIONALLY LEFT BLANK 


vill 


Figure 1. 
Figure 2. 
Figure 3. 
Figure 4. 
Figure 5. 
Figure 6. 
Figure 7. 
Figure 8. 
Figure 9. 


Figure 10. 
Figure 11. 
Figure 12. 
Figure 13. 
Figure 14. 
Figure 15. 
Figure 16. 
Figure 17. 
Figure 18. 
Figure 19. 
Figure 20. 
Figure 21. 
Figure 22. 
Figure 23. 
Figure 24. 
Figure 25. 
Figure 26. 
Figure 27. 
Figure 28. 
Figure 29. 
Figure 30. 
Figure 31. 
Figure 32. 
Figure 33. 
Figure 34. 
Figure 35. 
Figure 36. 
Figure 37. 
Figure 38. 
Figure 39. 
Figure 40. 
Figure 41. 


LIST OF FIGURES 


SLE PPSd lap Omit asc cc eocu athneea Ore cieae hs nchaenan tote attest dauctatiGenhineh cas abaeas 2 
CALL DON cnc Pecravae iit anti oahu tea peeaten uaaitadstd uo aeala pbatadintaatdvs Museesnosantsstendantia 2 
Hybrid Transition Joint) cis cise idence dieting ae aesee ea AG awe tia ws ees 3 
PC TPASS CR EOI | Vics 5 ea ciac cence ceca tceares sc asada te eases dadsooy; donee se me atic eae eases 6 
Jun Hardwie@:(From.|9 | sic casei iesls ane wines Aas 6 
Vacuum Assisted Resin Transfer Molding Apparatus (After [9])...........ee 2 
Gatise Board (Bron [Oss .cpsdocesicbaetnsdecdse cosenls eet cas iuannatded see. snaboniunsdeaees 8 
ISIN Pape EOMD |) chetateipalaeee se cicess saath achat ioe cui ty acs Palen Loe et ts cleus te 9 
Resim Infusion Flow IN tii osc seccasscedaassaemedcuc veces eteaucatemenceveeenohteducaw Shawne 11 
Foonolease Release Ply 3 icsacssanychedscrisn tedesanaausaias sae nak ieee 11 
Bottom Half: Coupon Set-up ssiscsectiaiscnvicizincaskinscagisssicth asteavenauchsanesiast 12 
Top: Half of Coppom tt Pla@e cs ciassrscccsecdusedaas sans anon secandasuasasneoetaradesavaceepeueunteoses 13 
Coupon-Ready for Vacuum Bagijcuds. civiasneletes eisueeeetandisasseaacaaeasias 13 
Vacuum Bas ASSemD byes, sas M sensed cs cn eet ndione wees Auten scape Ande dates 15 
Pressure Ditterence Across. Coupon iat. ssacsacassacstnchsaeeddcsdaaoizaseaibeausnerdacssaavieass 15 
Model Sample Preparation. cc.0s5.2:5cssaaerst itil aia ater esttiaeilaaes 17 
IMIG GE TCS ari plies Soc acai cctease eccatlocira teil etea deeanc sede onsulaus tenia atacand casliseoasees 18 
Bi gin lores or: od (avi 8) 100d bea fe seetcee Mane en caren ee Nir e MeSenD DUE Fen SE MTEY See oh 18 
Cotigutation- Me gend o.cczecis uate iiece vecueestiee tise swan eae eer epee: 19 
MSC edie E Ey tia eS acai Seki aa cite whee ace lates We elie OE fae 19 
MCAS UV atta haze slupadtdet cada aah chaatdstd ere Paead teat dade cndcteadl taeda dtd sede Ocak deeds dees 20 
ASN aaatd dated a had cad Dasa hada elias Rtas asad LS tae ta ad SY al et ea el ees 20 
Ras CNS sha tas Ss seated cameltoe Siete Sah ues halted su nie iia ie he tale 20 
ase NU wise cape cade etn aise dle tance Galen as Poe hth a catenin eet 21 
CAS ie eo eS Aa ae canta ete pe asd ee Mas eee atte Aca sass Magne as pessoas 21 
Double cantilever beam test for Mode I (i.e., crack opening) fracture............ 23 
Mode I Interlaminar Fracture Toughness ..............:cccccssceesseeeteceeeeeeeeeeeeenseenes 25 
Average Fracture Toughness Cases I and [V.........ceecceecceesseceteceeeeeeseeeeeeeseenes 26 
Average Fracture Toughness Cases I and [X........eececceccceesseceteceeeeeeeeeeeeenseenes 2d 
Average Fracture Toughness Cases V and VIL ........cecceccceesseceteceeeeeeseeeteeeneeenes 27 
Case I Delamination Initiation/Propagation.............:ccesccesseeeeeeeeeeeeteeeeeeeteeneees 28 
Case IV Delamination Initiation/Propagation............cccceeseeseeseeeteceeteeeeeeeeees 28 
Case V Delamination Initiation/Propagation .............ceccesceeesseeseeeeteceteeeeeeensees 29 
Case VIII Delamination Initiation/Propagation ..............ccecceecceeseeesteeeteeeneees 29 
Case VIIICrack Propagation. SChEMatiC 5.22. ake scasiceessse ad ddetesharnesticnns 29 
PENS YS: MOdEl G COnmie th yoy cas saci saedacrvaemances veut dedcaessasdaees cates veces laisse 30 
AIS YS Model Crack Wp 45502t.2 lace Lestat duc tvanigcnsbszateassaucnces lac inemaausa anaes 31 
Nodal Summary of Von Mises Stresses.........:cccccccsscceseceeseeesseeeteceeeceeeeeeeeeeseees 31 
Y-Component: V0n. Mises Stresses <n; c..3scces tees jee dtadsnaebadedeescvenssientecessesderuancencesies a2, 
component Von Mises: Stresses iis.ctiia whe cesas caetsueicentaaticaeasesaedicenesiaess 52 
Case XI Delamination Initiation/Propagation............cccceeceeeceesseceteceeeeeeneeeeees 33 


ix 


THIS PAGE INTENTIONALLY LEFT BLANK 


ACKNOWLEDGMENTS 


First and foremost, I would like to thank Dr. Young Kwon for his mentorship 
during the course of this research, and throughout my graduate studies. I would also like 


to thank Dr. Chanman Park for his guidance during the testing phase of this research. 


Thank you to Erik Rasmussen, Scott Bartlett, Doug Loup, and Tim Dapp from the 
Naval Surface Warfare Center Carderock Division (NSWCCD) team for “Advanced Hull 
Materials & Structures Technology (AHM&ST),” who provided crucial funding, 


materials, and technical guidance. 


Finally, I would like to thank my wife, Rachael, for her understanding and support 


throughout my studies. 


x1 


THIS PAGE INTENTIONALLY LEFT BLANK 


Xii 


I. INTRODUCTION 


A. BACKGROUND 


Fiber composites have been used widely in countless engineering applications 
because they are lightweight, have high specific stiffness, high damping, and a low 
coefficient of thermal expansion [1]. The United States Navy has been incorporating 
increasing amounts of composite materials during construction, especially in the areas of 
submarine sails and surface ship superstructures. These composites have been shown to 


increase ship performance and lower ownership costs. 


Ship superstructures and submarine sails are very large; therefore, construction of 
these items in one piece is impossible. The resulting joints are the weakest part of the 
structures, so it could be said that the strength of the structure is dependent on the 
strength of the joints. The weakest of these joints are the ones that join the composite to 
the hull. There are two types of joints in use today: mechanical and adhesive joints [1]. 
The structural property and efficiency of materials that are adhesively bonded is highly 
dependent on the adhesive used, as well as the joining configuration. Compared to 
mechanical fasteners, adhesively-bonded joints have many advantages. They distribute 
the load more evenly over a larger area without needing holes drilled. In addition, stress 
concentrations on bonded joints are much lower, and occur at the edge of an overlap 
instead of at a hole. The primary adhesive joint types in use today are the stepped-lap 
joint and the scarf joint, shown in Figures 1 and 2. The stepped-lap joint is several lap 
joints staggered by layer to form a joining surface with a large surface area. The 
increased surface area increases adhesion strength, but it also promotes stress 
concentrations at the ends of the overlap. The scarf joint provides less surface area for 
the adhesive to bond, but is considered superior to the lap joint because it is free of stress 
concentrations [3]. The mechanical joint has several advantages over adhesively bonded 
joints. These advantages are that mechanical joints need little surface preparation, are not 
affected by the service environment when properly maintained, and can be dismantled 


and inspected when in need of repair. However, because the mechanical joint requires 


holes to be drilled to allow for connectors, there is significant stress concentration around 


the hole once loaded, as well as a weight penalty due to the connectors [1]. 





Material 1 Material 2 


Figure 1. Stepped-lap joint 








Material 1 Material 2 


Figure 2. Scarf Joint 


Research into a third type of joint, called a hybrid, has shown that it is possible to 
create a co-cured composite-to-metal joint that can be welded to the hull structure of a 
naval vessel. These hybrid joints utilize a unidirectional tape consisting of high-strength 
steel wire manufactured by Hardwire LLC, to make a transition from glass reinforced 
composite to steel. Results have shown that the co-cured composite-to-metal joint is 
stronger than the stepped-lap joint. Welding the metal end to the hull of a ship is far 
superior to any mechanical bolted or riveted connection [4]. Interlacing the fiberglass 
mat with the metal wire mat creates several different subjoint types within the co-cured 
metal wire and fiberglass joint. Each of these subjoints creates possible failure points 
(Figure 3). In order to fully understand the co-cured metal and fiberglass joint, it must be 
broken down into each of the respective joints in order to determine which subjoint is the 
limiting factor. This thesis investigates some of the possible subjoint types to determine 
the failure mode, compliance, and relative strength, thus giving an idea for future 


research on overall joint efficiencies. 





Fiberglass Metal Wire Mats 
Figure 3. Hybrid Transition Joint 


Previous mode II research on this topic has shown that the composite samples 
with 90°/90° metal-wire interface should be avoided because of a much lower 
interlaminar fracture toughness compared to all other orientations. However, the 0°/90° 
metal-wire interface demonstrated a fracture toughness value similar to that of the 0°/0° 
interface. These results suggest that, if the loading direction is unknown, metal-wire 
layers should not be aligned in the same orientation. This prevents the situation where 
loading is normal to overall wire orientation, since this orientation has proven to 


demonstrate the lowest interlaminar fracture toughness [6]. 


B. OBJECTIVES 


The objective of this research is to further initial research of the co-cured metal- 
to-fiberglass joint completed by Naval Surface Warfare Center Carderock, the United 
States Naval Academy, [4], and Y.W. Kwon [6]. This study analyzes six different 
subjoints, with the intent of determining which of them is best suited for introduction into 
hybrid transition joint testing. The purpose of this research is to determine the 
interaminar fracture toughness, G, and crack propagation characteristics of fiberglass 
composites containing 3SX metal wire mat in various lay-up conditions during Mode I 
fractures. The testing is intended to find possible failure strength and modes by using 
different orientations and combinations of the fiberglass mat and wire mat layers. 
Varying the direction of the metal wires, placement of the metal wire backing that is used 
to hold the wire mat together, location of the crack, and number of layers will determine 


the failure mode and relative failure strength of the various combinations. 
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Il. COMPOSITE FABRICATION 


A. MATERIALS 


The co-cured composite samples were fabricated from E-glass, Derakane 510A 
vinyl ester resin, and 3SX Hardwire© metal mat. E-glass used for this study is a 24 oz 
per square yard, bidirectional fiberglass woven roving (Figure 4). The metal wire mat 
seen in Figure 5 was used in all of the samples containing metal. It was a 3SX metal wire 
mat with 12 bundles, or cords, per linear inch fabricated by Hardwire LLC. Each metal 


cord consists of three individual wires wrapped by a fourth smaller wire. 


The Derakane resin was mixed with Methyl Ethyl Ketone Peroxide 9 percent 
(MEKP), Cobalt Napthenate 6 percent solution (CoNAP), and N, N- Dimethylaniline 
99.5 percent (DMA) to achieve a nominal one-hour curing time. Curing time must be 
kept to one hour or less to avoid air bubble formation in the sample. All components are 
mixed based on a percent weight for a nominal one-hour cure time per manufacture’s 
directions. MEKP was used as the initiator for the curing reaction. If the sample is 
prepared at a temperature of 70°F or greater, the CoNAP alone acts as the reaction 
catalyst and is therefore responsible for determining cure time. If the sample must be 
prepared at a temperature less than 70°F, DMA must be added in addition to CoNAP to 
achieve a one-hour cure time. The Derakane 510A was measured by volume and 
converted to a weight while the MEKP, CoNAP, and DMA were measured by weight. 
The amounts of MEKP, CoNAP, and DMA are used only to change the gel time, and 


have no effect on the composite strength [5]. 
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Figure 4. E-Glass (From [9]) 








Figure 5. 3SX Hardwire© (From [9]) 


B. APPARATUS 


Knowledge concerning the Vacuum Assisted Resin Transfer Molding (VARTM) 
technique for fabricating composite materials was provided by Naval Surface Warfare 
Center Carderock Division (NSWCCD). The VARTM apparatus consists of five major 
components. They are a vacuum pump, gauge board, resin trap, glass surface, and resin 


reservoir (Figure 6). 





Figure 6. Vacuum Assisted Resin Transfer Molding Apparatus (After [9]) 


1. Vacuum Pump 
Gauge Board 


2 

3. Resin Trap 
4. — Glass sheet, vacuum bag assembly and composite 
5 


Resin reservoir 


Pump model 2688CE44 is capable of maintaining 0.18 cubic feet per minute flow 
at 25 inches of mercury vacuum. The pump provides the vacuum necessary to draw the 
resin up from the resin reservoir through the composite coupon and to the resin trap. It 
also ensured that any air intrusion caused by vacuum bag leaks was removed from the 


coupon. 


The gauge board, shown in Figure 7, was used to measure and regulate the 
vacuum pressure in the apparatus. This board was essential to detecting air leaks in the 
vacuum bag which would lead to bubble formation in the coupon if not corrected 
immediately. It was made from two ball valves, for isolation, one needle valve, to 


regulate the vacuum, and a vacuum gauge for observation of the vacuum. The vacuum 


7 


was connected to the fitting of the right side of the gauge board, measured by the gauge 


in the center and regulated by the needle valve at the bottom center (Figure 7). 





Figure 7. Gauge Board (From [9]) 


The resin trap, shown in Figure 8, is made from a glass bowl topped with a glass 
lid and sealed with AT200Y vacuum sealant tape. Inlet and outlet holes were drilled into 
the gas lid where plastic tubing connections were inserted and sealed with AT200Y 
vacuum sealant tape. The purpose of the resin trap is to allow air from the coupon to pass 
freely to the gauge board and vacuum pump while simultaneously preventing the resin 


from contaminating these sensitive components by providing collection reservoir. 





Figure 8. Resin Trap (From [9]) 


The working surface was fabricated from a sheet of 2 inch thick tempered glass. 
A glass working surface was chosen because of its hardness, durability, and 
thermodynamic properties. It provided a firm, thermally stable, platform for the 
exothermic reaction to take place. The glass’s smooth surface also provided a rigid 
molding surface for the composite coupon, which was optimal to promoting the proper 


seal for the vacuum bag, and allowed a rapid clean-up process. 


The resin reservoir was simply a plastic bucket. The resin was mixed and 
degassed in the bucket and isolated from the system by plugging the polyethylene tubing 
with a ball of AT200Y sealant tape while the vacuum was being established and tested. 
After a satisfactory vacuum was established and all air leaks in the vacuum bag assembly 
were eliminated, the sealant tape ball was removed and the polyethylene tubing was 


inserted into the resin reservoir allowing the resin to flow into the composite coupon. 


C. PROCEDURE 


Each composite coupon was formed by the same method. The only variation was 


the individual layers and orientation of the E-glass and metal wire mat layers. 


Coupon Preparation 


Cut required number of E-glass layers 14 inches long by 12 inches wide. 


Cut two pieces of Econolease release ply, 17 inches long by 15 inches 


wide. 


Cut two pieces of Resin Infusion Flow Netting. Cut the first piece 14 
inches long in the resin flow direction, and the second 12 inches in the 
same direction. Cut both pieces 14 inches in the direction perpendicular to 


the resin flow (Figure 10). 
Cut a piece of Dahlar® Vacuum Bag 36 inches long by 30 inches wide. 


Cut two pieces of 0.5 inch inner diameter polyethylene tubing. Ensure 
that one piece is the proper length to reach from the resin trap to the top 
left corner of the coupon, and the other piece is the proper length to reach 


from the bottom right corner of the coupon to the resin reservoir. 


Cut two 16-inch long pieces of 0.5-inch outer diameter helical wrap 


polyethylene tubing. 


Cut a piece of Teflon film, of thickness 0.0051 cm (0.002 in), 14 inches 
long by 4 inches wide. Ensure that one of the 14-inch sides is perfectly 


straight, since this Teflon film will serve as the de-lamination insert. 
Vacuum Bag Construction 


Inspect glass curing surface to ensure it is clean and free of chips or 
cracks. 
Place the larger of the two pieces of resin infusion flow netting on the 


glass curing surface, as shown in Figure 9. 


10 





Figure 9. Resin Infusion Flow Netting 


Place a piece of Econolease release ply over the resin infusion flow 


netting, as shown in Figure 10. 





Figure 10. Econolease Release Ply 
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Place one-half of the coupon to be cured on top of the release ply, as 

shown in Figure 11, with the Teflon de-lamination insert placed along the 

left edge of the coupon (Sample shown is E-Glass only, Case V). Ensure 

that the infusion flow netting underneath the release ply extends at least 

one inch below the bottom edge of the coupon. 

Caution: Ensure that the Metal Wire sheets in the coupon have been 
thoroughly degreased, using Acetone or Hydrochloric Acid, 
prior to inserting into coupon. This promotes resin bonding on 


metal surface. 





Figure 11. | Bottom Half Coupon Set-up 


Place top half of the coupon on top of the bottom half, taking extra care to 


ensure that the de-lamination insert does not move (Figure 12). 
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Top Half of Coupon in Place 


Figure 12. 


Place the other piece of release ply on lop of the coupon and the remaining 


6. 


ensuring that the top 


piece of infusion flow netting over the release ply, 


edge of the netting lines up with the top edge of the coupon as shown in 


Figure 13. 





Coupon Ready for Vacuum Bag 


Figure 13. 
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10. 


11. 


Create a rectangular shape around the coupon, using the AT—200Y 


vacuum bag sealant tape, as seen in Figure 14. 


Place the end of the polyethylene tube extending from the resin trap at the 
top left corner of the coupon, and press the portion of the tube crossing 
over the sealant tape down firmly so it adheres to the tape. Do the same at 
the bottom right corner of the coupon with the tubing extending from the 


resin reservoir (Figure 14). 


Place one end of the helical polyethylene tubing into the end of the top 
tube and adhere it with duct tape. Stretch the tubing across the top edge of 
the sample, ensuring that it rests on top of the coupon and infusion flow 
netting. Duct tape the end of the helical tube and tape that end to the glass 
curing surface so the tube is held firmly in place. Do the same at the 
bottom edge of the coupon, ensuring that there is a 0.5-inch gap between 
the edge of the coupon and the helical tubing, but that it is still lying 
across the bottom layer of infusion flow netting (Figure 14). This setup 
ensures that the negative pressure point will occur on the top surface and 
edge of the coupon while the atmospheric pressure point will occur on the 
bottom surface and edge. Therefore, the resin will be drawn from the 
bottom edge to the top edge and bottom surface to top surface of the 


coupon ensuring full resin saturation, as shown in Figure 15. 


Affix the vacuum bag to the sealant tape ensuring that the bag stays 
unwrinkled (Figure 14). 


Plug the end of the tubing that goes in the resin reservoir with vacuum 
sealant tape. Turn on the vacuum pump. Once 25 inches of vacuum have 
been established, secure the vacuum pump. Carefully listen for air leaks 
in the vacuum bag. Fix leaks using sealant tape. If the vacuum bag leak 
check is satisfactory, break the vacuum by removing the AT—200Y sealant 
tape plug from the end of the polyethylene tubing. 
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Figure 14. Vacuum Bag Assembly 





Figure 15. Pressure Difference Across Coupon 


3. Resin Preparation 


1. The resin was mixed in accordance with the manufacturer’s directions 
under a fume hood, [5] to achieve the cure time of 1 hour. Safety glasses 
and rubber gloves must be worn for remainder of procedure. 

2. Pour 1.25 L Derakane 510A resin into plastic resin reservoir. 
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Add 19.9g of MEKP to the resin. Mix with paint stirrer. 


Caution: MEKP must be well mixed into resin before adding CoNAP or 


an explosion or violent reaction may result. 
Mix 3.2g of CoNAP into the resin mixture. 


If the ambient room temperature is less than 70°F, then 0.5g of DMA must 
be mixed into the resin solution as well. At temperatures greater than 


70°F, DMA is not added. 
Keep the mixed resin solution under the fume hood for 10 minutes to 


allow it to degas. This prevents air bubbles from entering the coupon. 


Resin Transfer 


Place the resin reservoir in position 5, as shown in Figure 6. 


Plug the end of the plastic tubing with a ball of AT—200Y sealant tape, 
start the vacuum pump, and draw a full 25 inches of vacuum. Ensure that 


the vacuum bag is free of wrinkles and air leaks. 


Remove the AT-200Y sealant tape plug from the vacuum tubing and 
quickly submerge into the resin reservoir, ensuring it touches the bottom 


of the reservoir. 
Observe proper flow across the coupon, as shown in Figures 14 and 15. 


Once the coupon is visibly saturated with resin, secure the vacuum pump 
and break vacuum down to 10 inches by opening the bottom valve on the 


gauge board (Figure 7). 


Caution: Do not allow resin trap to fill completely. If it overflows, it will 


result in gauge board/ vacuum pump contamination. 


Close the valve on the gauge board at 10 inches of vacuum and leave the 


set-up to cure for 24 hours. 
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Cleanup 


Use a putty knife to peel vacuum bag off of glass surface. 
Disconnect all tubing connections. 
Remove coupon from glass surface. 


Clean glass surface thoroughly with Acetone. 
Mode 1 Sample Fabrication 


Use permanent marker to draw on coupon. Mark coupon into twelve, 8- 
inch long by inch wide Mode | testing samples, as shown in Figure 16. 
Ensure that 3 inches of the sample contains the de-lamination insert. 


Cut samples along marked lines using Jet Edge water jet cutter. 


Final samples are configured as seen in Figure 17. 








Figure 16. | Mode 1 Sample Preparation 
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Figure 17. | Mode 1 Sample 


D. SPECIFIC COUPON JOINT CONFIGURATION 


The basic co-cured metal wire fiberglass joint was separated into six individual 
subjoint types. Each case was chosen because it represented a possible critical area in the 
co-cured metal and fiberglass joint. Metal wire orientations, and placement of the crack 
initiation site in reference to the metal wire, were the major variables used to formulate 
each of the cases. These areas represent areas that bond metal to metal with resin, bond 
fiberglass to metal, or where there are major changes in the stiffness of the structure. 
Critical Area One (Figure 18), is located to address the possibility of a crack forming in 
manufacturing and propagating into the joint, and to investigate the possibility of de- 
lamination of the fiberglass as a load is applied to the structure. Critical Area Two 
represents the interface boundary between the fiberglass and wire mat. Lastly, Critical 


Area Three investigates the bond between two layers of wire mat [6]. 


Catical Area Coe Critcal Aree Two Critcal Area Three 


Figure 18. — Critical Areas (From [9]) 


The following figures and descriptions represent the specific configurations 
investigated during this study. Figure 19 is a legend corresponding to the materials used 
for the coupons. This study builds on research performed during LT William Shultz’s 


thesis [9], therefore, case numbering follows his format and is not sequential. 
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E-Glass 


0° Metal Wire 


90° Metal Wire 


II 


Metal Wire Fibrous Backing 
De-lamination insert 


t v Neutral Axis 


Figure 19. Configuration Legend 


1. Case I 


Case I, Figure 20, consisted of two identical halves of three layers of E-glass 
woven roving, followed by one layer of hardwire mat, oriented 90° to the crack face or 


parallel to the longest edge (Figure 10), with the fibrous backing between the fiberglass 


and the wire mat, which now will be referred to as the “0° layer.” 





Figure 20. Case I 


2. Case IV 


Case IV, Figure 21, was identical to Case I, Figure 20, except the metal wire mat 


was a 90° layer instead of the 0° layer. 
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Figure 21. Case IV 
3. Case V 


Case V consisted of four layers of fiberglass, followed by the de-lamination insert 


and then four more layers of fiberglass (Figure 22). 





Figure 22. Case V 


4. Case VII 


Case VII investigated how a crack would propagate into the tip of the co-cured 
joint. It consists of four layers of fiberglass followed by a 0° layer metal wire mat with 
the fibrous backing side down and four more layers of fiberglass. Notice that the wire 


mat is oriented 0.24 inches from the de-lamination insert, Figure 23. 





0.25” space 
Figure 23. Case VII 


20 


5. Case VII 


Case VIII contains two sheets of wire mat, aligned at 90° to each other. The top 
wire mat was set with fibrous backing facing up, with the wire bundles at a 90° 
orientation. The second layer of wire mat was set with the fibrous backing side down, 


and with the wire mat in a 0° layer orientation (Figure 24). The Metal wire layers are 


surrounded by three layers of E-glass on top and bottom, as in Case I, Figure 20. 





Figure 24. Case VIII 
6. Case IX 


Case IX was the only asymmetric case tested. It had four layers of fiberglass 


followed by the de-lamination insert, then a layer of 0° layer wire mat, with the fibrous 


backing facing up, and followed by two more layers of fiberglass (Figure 25). 





Figure 25. Case IX 
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Il. TESTING 


A. OVERVIEW 


Samples were tested using an Instron Tension/Compression Machine (Model 
Number: 4507/4500) with 10 kN load cell. Series IX computer software was used to 
control displacement, and record displacement and load values. All tests were performed 


at the rate of 2 mm displacement per minute. 


B. MODE I TENSION TEST 


The applicable ASTM Standard was followed for Mode I testing. Mode I testing 
consisted of a double cantilever beam (DCB) test, as shown in Figure [26]. Piano hinges, 
used to apply the load, were attached to each sample using a commercially-available 
adhesive. The following equation was used to determine interlaminar fracture toughness, 


Gy, through the Modified Beam Theory method [7]: 


_3P65 
a 


G,(J /m’) 
where: 
P=load when crack propagates (N) 
5 =load point displacement (m) 


b=sample width (m) 
a=initial delamination length (m) 


Figure 26. | Double cantilever beam test for Mode I (i.e., crack opening) fracture 
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IV. RESULTS AND DISCUSSION 


Several different subjoints of the co-cured E-glass/metal-wire hybrid interface 
were investigated. Each sample was evaluated for mode I interlaminar fracture toughness 
(G;), and failure mode (Figure 27). Seven samples were tested for each case and the 


fracture toughness values represent an average of at least five samples. 


A. INTERLAMINAR FRACTURE TOUGHNESS IN MODE I 


Figure 27 shows that Cases IV, VIII, and IX had significantly higher interlaminar 
fracture toughness values than the other three subjoint orientations. On the other hand, 
Case I, 0°/0° metal-wire orientation, resulted in the lowest value of interlaminar fracture 
toughness. It is important to note that for all follow-on discussion and comparisons, only 


the average values of interlaminar fracture toughness will be considered. 
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Figure 27. Mode I Interlaminar Fracture Toughness 
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Comparison of Case I, 0°/0° metal-wire orientation, to Case IV, 90°/90° metal- 
wire orientation, shows that when loaded in mode I, the subjoint interface with 90°/90° 
metal-wire orientation has a much higher interlaminar fracture toughness (Figure 28). 
Case IX was the only other sample tested in which all the metal-wire mating was oriented 
at 0° and traversed the entire length of the sample, although only one metal-wire layer 
was used and the fibrous backing was facing the neutral axis. This case had significantly 
higher fracture toughness than Case I (Figure 29). These results indicate that hybrid 
composites with a 90°/90° metal-wire subjoint orientation have a significantly higher 
mode I fracture toughness than those with a 0°/0° metal-wire orientation, and that a higher 
interlaminar fracture toughness may be achieved if metal-wire mats are oriented such that 


their interface along the neutral axis contains the metal-wire mat’s fibrous backing. 
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Figure 28. | Average Fracture Toughness Cases I and IV 


26 




















@ Case! 


G, (J/m?) 








@ Case IX 
































Figure 29. | Average Fracture Toughness Cases I and IX 


Testing showed that Cases V and VII demonstrated similar interlaminar fracture 
toughness (Figure 28). Both of these cases had an E-glass only crack tip interface, 
although Case VII had a layer of 0° wire-metal one-quarter of an inch away from the 
crack tip and running along the de-lamination plane. This indicates that mode I 
interlaminar fracture toughness of the bulk composite material being joined to a metal 
hull via a hybrid joint is affected minimally by the presence of metal-wire matting co- 


cured in the joint. 
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Figure 30. | Average Fracture Toughness Cases V and VII 
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B. FAILURE MODE 


In Cases I, V, and VII, (Figures 31, 33, and 34) the primary failure mode was 
delamintation caused by tensile forces concentrated at the fabricated crack tip. These 
failures occurred along the neutral axis and in Case I delamination occurred along the 
metal-wire/resin interface (Figure 31). This differs from Cases IV and VIII (Figures 32 
and 34) which failed in tension along a crack that propagated normal to the neutral axis 
due to the orientation of the 90° metal-wire layers and their close proximity to the initial 
crack tip (Figure 36). Since this type of failure was unexpected, a finite element model 


was created in ANSYS to verify the experimental results. 





Delamination initiation/propagation site 


Figure 31. | Case I Delamination Initiation/Propagation 





Figure 32. | Case IV Delamination Initiation/Propagation 
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Figure 33. | Case V Delamination Initiation/Propagation 





Figure 34. | Case VIII Delamination Initiation/Propagation 


Crack Propagation 







Neutral Axis 


Figure 35. | Case VIII Crack Propagation Schematic 
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The finite element ANSYS model was created with dimensions of a typical 
sample and a 90° metal-wire chord inserted at the crack tip (Figures 36 and 37). 
Properties of both E-glass and the metal-wire were defined and the model was meshed 
using triangular shapes. The mesh in areas 1, 2, 4, 5, and 7 were refined in order to 
obtain more accurate results in the vicinity of the crack tip because force analysis is being 
conducted in this area. The right edge was fixed and a displacement force of 0.015m and 
-0.015m was applied to the nodes at the top and bottom left corners of the model 
respectively. The model was solved under plane strain conditions, and then Von Mises 
forces were calculated and displayed on contour plots (Figures 38, 39 and 40). Analysis 
of the forces in the x and y directions at the two nodes of concern along the crack 
propagation route (Figures 39 and 40) show that the sample must have failed in tension 
due to forces in the x-direction. This failure occurred as the sample delaminated in a 
direction perpendicular to the neutral axis and along the resin/metal-wire chord interface. 
This analysis showed that the sample was able to withstand higher loading than those 
without a 90° metal-wire chord because the forces in the y-direction, that cause tensile 
failure in along the neutral axis in cases I, V, and VII, were not high enough to cause a 
tensile failure in the metal-wire chord. Therefore tensile failure occurred normal to the 
neutral axis as the bending caused by the applied load caused the forces in the x-direction 


to increase above the tensile strength of the resin/wire-mat interface. 





Figure 36. | ANSYS Model Geometry 
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Figure 37. |. ANSYS Model Crack Tip 
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Figure 38. | Nodal Summary of Von Mises Stresses 


31 


+09 +13 9 +661E+09 -119E+10 .172E+10 
—.134E+09 »396E+09 -926E+09 »146E+10 »199E+10 


68E+09 E+09 -141E+09 .» 645E+09 “T9SET10 
-—.616E+09 =. 111E+09 . og -897E+09 -140E+10 





Figure 40. | X-component Von Mises Stresses 
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Case IX (Figure 41) was of particular interest because it demonstrated high values 
for interlaminar fracture toughness, but its metal-wire layer was oriented at 0°. The 
difference between this case and Case I is that, its metal-wire mat was oriented such that 
the fibrous backing was positioned along the neutral axis. This orientation provided the 
same stiffness increase as in a sample oriented with the wire chords along the neutral 
axis, but forced de-lamination to occur in a direction nearly perpendicular to the neutral 
axis. This caused failure due to tension in a direction normal to the neutral axis. This 
shows from Figure 27 that, particularly with 0° layer oriented metal-wire, mode I 
interlaminar fracture toughness can be increased dramatically if the metal-wire layers are 


oriented such that the fibrous backing is along the neutral axis. 





Figure 41. | Case XI Delamination Initiation/Propagation 
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Vv. CONCLUSIONS AND RECOMMENDATIONS 


This study investigated several different subjoints of the co-cured E-glass/metal- 
wire hybrid interface. The subjoints consisted of samples with metal-wire mat 
orientations of 0°, 90°, and one with both 0° and 90°. Each sample was evaluated for 
mode I interlaminar fracture toughness (G;) and failure mode. Seven samples were tested 
for each case, and the fracture toughness values represent an average of at least five 


samples. 


Testing showed that the samples containing at least one 90° metal- wire layer had 
the highest interlaminar fracture toughness value. The samples with one layer of 0° 
metal-wire mat oriented with the fibrous backing facing the neutral axis also 
demonstrated high fracture toughness values. Case I, 0°/0° metal-wire orientation, 
resulted in the lowest value of interlaminar fracture toughness. These results indicate that 
samples with at least one 90° metal-wire mat, or fibrous backing along the neutral axis 


orientation, have the highest values of mode I interlaminar fracture toughness. 


Investigation of failure mode showed that delamination began along the neutral 
axis in all cases, but propagation of the delamination was dependent on wire-mat 
presence and orientation. The samples with the lowest values of interlaminar fracture 
toughness failed in tension and delamination propagation occurred along the neutral axis. 
Samples with the highest values delaminated around the 90° metal-wire chords or fibrous 
backing in a direction perpendicular to the neutral axis. In all cases containing metal- 
wire, delamination occurred at the resin/metal wire interface. Two conclusions can be 
drawn from this. First, metal-wire layers in a hybrid joint should be oriented in various 
directions to promote propagation of cracks in directions normal to the force applied. 
Second, further surface treatments should be performed to increase the bonding strength 
between the resin and metal wire chords. 

Analysis of this study’s results and previous work done by Y.W. Kwon [6] shows 
that, with respect to naval applications, where most often the loading direction is random 
or unknown, hybrid joints should not use metal-wire layers oriented in the same direction 


because these layers produce the weakest interface when loaded in a direction normal to 
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the wire orientation. Rather, metal-wire layers should be oriented in much different 
orientations, such as in the 0°/90° samples, which showed high values for interlaminar 
fracture toughness in both studies. Future study of this topic should include testing with 
90° orientation of metal-wire layers and fibrous backing along the neutral axis. Also, 
research should be done to find a surface preparation method that will allow the resin to 


bond to the metal-wire mats more effectively. 
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APPENDIX: MODE I DATA 
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